ESLIN Thermal Conductivity Data for NAIMA 3Eplus

* OPTIONS > INSUATION MATERIAL MAINTENANCE -~ Add

# Pipe Insulation Data
1 Add [/ Edit Insulation Material

General Information Conductivity Data Type
Name: © Faired Data
ESLIM Pipe
() Pelynomial
Max. Temp (°F).  Min. Temp (* Active:
1400 0 True e

Generic Material:

Fiber Glass o

Paired Data Pointz
Please enter at least 3 pairs of mean temperature and

Temp (°F} Conductivity (BTU*n/hrtsf*=F}
1 100 0.267
2 200 0.300
3 300 0.336
4 400 0.376
& 500 0.422
g 500 0.475
7 700 0.537
8

]

1

Apphy Cancel
# Board Insulation Data
| Add / Edit Insulation Material
General Information Conductivity Data Type
Name: © Faired Data
ESLIN Board
(") Polynomial
Max. Temp (°F):  Min. Temp (* Active:
1400 0 True L)

Generic Material:

Fiber Glass wr

Paired Data Points
Please enter at least 3 pairs of mean temperature and

Temp (°F} Conductivity (BTU%in/hresf*=F}
1 200 0.272
2 300 0.293
3 400 0.326
4 500 0.371
3 500 0.426
6 700 0.494
7 800 0.573
8 200 0.664
8 1000 0.768
1 1100 0.879

Apphy Cancel




